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HEADPHONE TECHNICAL SPECIFICATIONS 

Driver Type Rinaro lsodynamic 
Hybrid Array® [MZ3SE] 

Operating Principle Open 

Ear Coupling Circumaural 

Frequency Response 3 - 112,000 Hz 

Impedance 320 

Nominal SPL 101 dB ( 1  mW/ 1 kHz) 

Maximum SPL > 130 dB

Total Harmonic Distortion (THD) <0.05% (in the whole 

Weight 

Pressure 
distribution wings 

Patent -pending suspension 
wings increase the leather 
headrest's contact surface 
area with your head and 
relieve uncomfortable 
pressure points. 

frequency range) 

430g 

Easy earcup adjustment 

To easily adjust the earcups 
in the right position, you 
need to simply rotate the 
hinge while gently pulling 
down the earcup. 

MZ3SE DRIVER SPECIFICATIONS 

PHYSICAL 
Geometrical Shape 
Size 
Weight 

Casing 

DIAPHRAGM 
Type 
Active Area 
Weight 
Acoustic Mass 
Lower Frequency Limit 
Upper Frequency Limit 

MAGNET ARRAY 
Type 
Size 
Magnetic Flux 

lsomagnetic ear cushion 
coupling technology 

An innovative design feature 
developed by Rinaro is the 
lsomagnetic earcup 
attachment which utilizes 
the demagnetizing field 
generated by the driver to 
hold the earcup in place, 
whilst also redirecting the 
magnetic field back into the 
driver and improving driver 
efficiency . 

Ovoid 
102 mm x 73 mm 
75 g 

Fiberglass reinforced 
polymer 

Rinaro Parus® [MZ3SE] 
4650 mm 2 
0.11 g 
7.5kg/m4 
3 Hz 
112,000 Hz 

lsodynamic 
75 mm x49 mm 
0.35 T 

0 
DON'T 

PUSH 

Aluminum grill 

Do not attempt to push the 
grill, for it may result in 
permanent damage of your 
headphone. 
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